NOTE: POSITION ROOF MEMBRANE ON TOP OF THE WALL COVERING THE TREATED WOOD NAILER(S) OR SUBSTRATE COMPLETELY. ALLOW 1/2" MINIMUM EXCESS MEMBRANE BEYOND NAILER WHERE APPLICABLE. NRCA REQUIREMENT.

1. ANCHOR CLIPS

LOCATE AND FASTEN 8" WIDE ANCHOR CLIPS AT 4'-0" O.C. WITH PROVIDED FASTENERS FOR SUBSTRATE USING THE THIRD FULL HOLE FROM BEND (SEE DETAIL A).

2. SPLICE PLATES

REMOVE RELEASE PAPER FROM LEFT TWO SEALANT STRIPS. INSERT SPLICE PLATE INTO THE RIGHT END OF RADIUS SECTION.

3. COPING COVER

REMOVE RELEASE PAPER FROM RIGHT TWO FACTORY APPLIED SEALANT STRIPS ON THE SPLICE PLATE IN THE COPING SECTION. INSTALL 4'-0" RADIUS COPING SECTIONS FROM LEFT TO RIGHT. PLACE COPING INTO POSITION AND PRESS DOWNWARD UNTIL SNAP-Lock OCCURS.

4. COMPLETION

LOCATE FASTENERS IN THIRD FULL HOLE FROM BEND. CONTINUE INSTALLING COPING WITH A 3/8" SPACE AT SPLICE JOINTS TO ALLOW FOR THERMAL EXPANSION. FIELD CUT WHERE NECESSARY USING A FINE TOOTH HACKSAW OR SNIPS. NOTE: REMOVE PROTECTIVE FILM IMMEDIATELY.

TYPICAL INSTALLATION

6" WIDE SPLICE PLATES WITH SEALANT STRIPS AT EACH JOINT

8" WIDE GALVANIZED ANCHOR CLIPS 4'-0" O.C.

#9 x 1 1/2" STAINLESS STEEL FASTENERS (PROVIDED)

3/8" CLEARANCE

EDGEGARD SYSTEMS

PHONE: 800-872-0203
FAX: 800-770-3934