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SHT.#___ OF ___DATE:
DRN BY:
CKD BY:  MM DWG#

ELEVATE
26 CENTURY BLVD.

SUITE 205
NASHVILLE, TN 37214

CONTACT YOUR LOCAL ELEVATE REPRESENTATIVE

ELEVATE SEAL-TITE HALF-ROUND GUTTER
VERTICAL FASCIA, SPLICE PLATE VERSION

04/20/23
MLM

B13112-38206

GUTTER
(10'-0" LENGTHS)

3
16" x 1" STAINLESS BRACKET

WRAPPED IN METAL
TO MATCH GUTTER
5"Ø & 6"Ø - 36" O.C.
7"Ø, 8"Ø, 9"Ø & 10"Ø - 24" O.C.

-- GUTTER

-- INSTALL EXTERNAL GUTTER BRACKETS FIRST
3

16" x 1" STAINLESS BRACKET
WRAPPED IN METAL TO MATCH
GUTTER - 5"Ø & 6"Ø - 36" O.C.
7"Ø, 8"Ø, 9"Ø & 10"Ø - 24" O.C.

-- 6" WIDE CONCEALED SPLICE
PLATE AT EACH JOINT
-- ENDCAP (FIELD RIVET AND CAULK, RIVETS
PROVIDED, CAULK BY OTHERS)

-- OUTLET (FIELD RIVET AND CAULK, RIVETS
PROVIDED, CAULK BY OTHERS)

-- ELBOWS (FIELD FASTEN, FASTENERS BY OTHERS)
-- DOWNSPOUT (FIELD FASTEN, FASTENERS BY OTHERS)
-- DOWNSPOUT STRAPS (2 PER LENGTH)

FASTENERS (PROVIDED)
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LARGE END

SMALL END

NON-CURING SEALANT
(BY OTHERS)

AFTER SPLICE IS INSTALLED
RIVET 2" O.C.

INSTALLATION INSTRUCTIONS
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INSTALLATION INSTRUCTIONS

INSTALLING GUTTER INTO EXTERNAL GUTTER BRACKET
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2. PRESS GUTTER LIP DOWN INTO
LIP OF GUTTER BRACKET

3. USING THUMBS, APPLY
PRESSURE, WRAPPING
BRACKET AROUND GUTTER

4. COMPLETION

1. PUSH GUTTER UP UNDER
BACKSTOP UNTIL
IT LOCKS IN PLACE

BACKSTOP
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